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STEEL BOOKSTACKS 




^- UPRIGHT COVER 
^T stack upright assembly 

I 11 

On ?! FINISHED END PANEL 

i 1 


FLANG ES TU RNED IN^ 
WHEN UPRIGHT IS NOT 


Method of wiring finished end when sepa¬ 
rate control of aisle lights is required. 


- UPRIGHT COVER 


LIBRARY BUREAU bracket stack is a true unit type of stack, possessing 
exclusive advantages and improvements. Each section of this stack 
is an integral component, consisting of shelves, an upright, an indi¬ 
vidual tie channel and bottom spreader. 

STEEL BRACKET STACK ADVANTAGES— Bracket stacks weigh less than 
other types; this reduction in weight saves on the cost of special con¬ 
struction to support the stacks as well as on the cost of transportation. 

Bracket stack shelves are easily adjusted in height without removing 
the books from the shelf. 

Bracket stacks are the only type of stacks where 8", 10" or 12" shelves 
can be used interchangeably at any time, anywhere in the stacks, 
without disturbing the uprights or using any special tools. Canopy Tops 
and End Panels are available. 

SPECIFICATIONS -Standard stack heights are 7'6", 5'6", and 3'6". 
Shelves are 8", 10" or 12" deep as ordered. Units are 3' long on centers. 

FINISH—Baked enamel colors of Gray-Rite, Gray Mist, Surf Green or 
Heather Beige are applied by electrostatic process assuring an even 
coating. 


4 Single-tier freestanding unit type wall and double section bracket stacks, 8" 
shelves and 10" base. 

The fixed base bracket extends through the center of the upright from face to 
face of the range, providing a gusset to assure transverse stability. From the 
top of the base bracket to a point 55V4" in height, there will be a tapered web 
reinforcement passing through the upright assuring a minimum radius of gyration. 


STACK WEIGHTS— Assuming that the ranges are spaced 4'6" apart on 
centers, with only 3' wide aisles, the weight per square foot of the 
gross area of the room for #75266D stacks, having shelves 8" deep 
is 63% pounds, which also includes the dead load of books. 

The live load, for persons in stack aisles, is 40 pounds per square foot 
of the gross area. 

Single-tier double-faced bookstacks loaded with books have a con¬ 
centrated load of 900 pounds at the base of an intermediate stack 
column, and 450 pounds at the base of an end stack column. 


SHELVING DATA 

Vols. per 
foot of shelf 

Depth of Shelf 
in inches 

Fiction 

8 

8 

Economics 

7 

8 

General Literature 

7 

8 

Law 

5 

8 

Medical 

5 

8-10 

Public Documents 

5 

8 

Reference 

6 

10 

Technical 

6 

8-10-12 

Scientific 

6 

8-10-12 

Bound Periodicals 

5 

10-12 
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Multi-tier Bookstacks with concrete or cellular steel decks are entirely 
self-supporting. They should be erected after the building walls are in 
place. 

As far as possible, range lengths should be multiples of 3' on centers 
of uprights. For depth of ranges across the ends allow 9%", 11%" and 
13%" for wall stacks—16%", 20%" and 24%" for double-faced stacks 
—for 8", 10" and 12" depth shelves respectively. 

Standard stack tiers are 7'6" high, measuring from top to top of deck 
floors. 

CELLULAR STEEL DECKS— Cellular Steel Decks are 2" in thickness. This 
minimum thickness is important where headroom is to be gained and 
over-all height saved. They are especially advantageous for placing 
multi-tier stacks in existing buildings or where weight must be elimi¬ 
nated. Metal raceways conceal the wiring in a method approved by 
Underwriters’ Laboratories Inc. 


CONCRETE DECKS — Deck floors of reinforced concrete are 3 Vi" minimum 
thickness. All reinforcing electric conduits, etc., are concealed within the con¬ 
crete and approved by the Underwriters’ Laboratories, Inc. 

For complete information, phone your nearest Remington Rand office or write 
to us. 

◄ 


STACK WEIGHTS— Shelf load, including books, shelves, brackets, and 
uprights, averages 30 lbs. per cubic foot. 

Floor loads, including weight of floor framing: Reinforced concrete 
floors (3% in. thickness)—44 lbs. per square foot, gross area. Same 
with floor covering—47 lbs. per square foot, gross area. Cellular steel 
floors—12 lbs. per square foot, gross area. 

For column loads, assume 60 lbs. per square foot of aisle area for live 
load, and reduce the figure 5% for each deck below the top deck. 

The table of loads below is for Library Bureau 8 in. double-faced 
bracket stacks, spaced 4 ft. 6 in. apart on centers, and signifies total 
loads at the bases of the uprights for stacks (7 ft. 6 in. high, floor to 
floor) with a reduction of 5% for each floor from top down. Weights 
include bookstacks, books, floors (dead load) and live load. 
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TYPICAL PUN OF STACK RANGES 



A—typical aisle end upright B- typical Intermediate upright 

C —typical wall end upright plan 


TABLE OF LOADS 



Load on Column “A” 

Load on Column “B” 

Load on Column “C” 

No. of 

Reinf. Cone. 

Cell. Steel 

Reinf. Cone. 

Cell. Steel 

Reinf. Cone. 

Cell. Steel 

Tiers 

Floor 

Floor 

Floor 

Floor 

Floor 

Floor 

1 

450 

450 

900 

900 

450 

450 

2 

2300 

1900 

3000 

2600 

1500 

1300 

3 

4000 

3200 

5000 

4200 

2500 

2100 

4 

5550 

4300 

6800 

5600 

3400 

2800 

5 

7000 

5300 

8500 

7000 

4250 

3500 

6 

8200 

6100 

10100 

8200 

5050 

4100 

7 

9550 

7000 

11800 

9400 

5900 

4700 

8 

10800 

7800 

13400 

10700 

6700 

5350 

9 

12250 

8900 

15200 

12100 

7600 

6050 

10 

13700 

9900 

16900 

13400 

8450 

6700 

11 

15200 

11000 

18700 

14800 

9350 

7400 

12 

16650 

12000 

20500 

16200 

10250 

8100 


Table is based on 8" deep shelves & 7'6" height to floor. 
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Library Bureau 


manufacturers of library furniture 
and equipment—specialists since 1876. 



EXHIBIT CASES—Library Bureau, maker of top-quality exhibit and mu¬ 
seum cases since 1909, has perfected a system of illumination that 
gives excellent light for even the lower portion of high cases. 

Detailed information on upright and table cases, lighted or unlighted, 
sent on request. 

4 Double-faced aisle case at George Eastman House Museum, Rochester, N.Y. 


DESIGNER LINE LIBRARY FURNITURE-Here is furniture that expresses 
the ultimate in functional efficiency and tasteful styling. Warm natural 
woods or plastics blend in beauty and structural strength with lustrous, 
satin-finish aluminum. 


OTHER LIBRARY FURNITURE. Study Carrels wood or steel ■ Shelving for 
Newspapers wood or steel ■ Charging Desks wood or steel ■ Filing 
Cabinets wood or steel ■ Shelving for Books wood. 

A complete library furniture catalog of all items essential to any well 
organized library will be furnished on request. 

Experienced Library Specialists available for consultation. Call nearest 
Remington Rand office. 


DIVISION OF SPERRY RAND CORPORATION 


315 PARK AVENUE SOUTH, NEW YORK 10, N.Y. 
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